
INTAKE CHAMBER & COARSE SCREEN
DETAILS

NOTES
1. ALL DIMENSIONS ARE IN MILLIMETERS

2. ALL LEVELS ARE IN METERS
3. ALL STEEL WORKS HOT PIPPED

GALVANIZED
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300mm THICK CLASS
25/20 R.C INTAKE
CHAMBER WALL

16mm RAW BOLTS (150mm
LONG, AT 600mm SPACING)

500mm THICK CLASS
25/20 R.C INTAKE
CHAMBER BASE

150mm WIDE x 12mm THICK GMS
PLATE FIXED TO CONCRETE
WALL WITH FISH TAIL LUGS

GMS COARSE
SCREEN MADE OF
20mm DIA BARS AT
40mm SPACING

1000mm x 1000mm
OPENING IN WALL

SECTION B-B
COARSE SCREEN

SCALE 1:25

16
00

150mm WIDE x 12mm
THICK GMS PLATE
FIXED TO R.C WALLS
WITH RAW BOLTS AT
600mm C/C

150mm WIDE x
12mm THICK GMS
PLATE FIXED TO
R.C WALLS WITH
RAW BOLTS  AT
600mm C/C

20mm DIA GMS BARS AT
40mm CLEAR SPACING
WELDED TO GMS PLATES
AT TOP AND BOTTOM

ELEVATION 1
COARSE SCREEN DETAIL

SCALE 1:25
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GMS
COARSE
SCREEN

TO RIVER

TO TREATMENT
WORKS

ND 300mm DIA. CEMENT
MORTAR LINED RAW WATER
GRAVITY MAIN TO TANK 201

CIRCULAR BORE PENSTOCKS,
NON-RISING STEM TYPE, WITH
EXTENDED SPINDLES AND HEAD
STOCK - 300mm, 200mm, & 2Nr.
150mm  DIA FOR RAW WATER MAIN

600x600mm
MANHOLE WITH
GMS LOCKABLE
COVER

STEP IRONS
STAGGERED
AT 300mm
C/C

1000mm x 1000mm
INLET OPENING IN
WALL
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B
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950x50x6mm THICK
GMS LOCKING BAR.

900 250225

600x600mm ACCESS
MANHOLE WITH
LOCKABLE GMS
COVER

690mm WIDE GMS GRATING COVER OVER
600mm WIDE ACCESS OPENING FOR FINE
SCREENS, MADE IN 3 SECTIONS WITH A
LOCKING MECHANISM, EACH 900mm LONGND 300mm, 200mm & 2Nr. 150mm DIA.

CIRCULAR BORE PENSTOCK, NON-RISING
STEM TYPE, WITH EXTENDED SPINDLE AND

HEAD STOCK FOR OPERATION

CLASS 20/20 CONCRETE
SCREED LAID TO SLOPE
(DEPTH 0-50mm) TO SCOUR
PIPE OPENING

75mm THICK CLASS 15/20
CONCRETE BLINDING
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SECTION A-A
SCALE 1:50

All off take
Pipelines
directions

COARSE
SCREEN

10
00

1000

GMS FINE
SCREEN TO

DETAIL

FINE
SCREEN
GUIDES

600mm WIDE OPENING IN ROOF
SLAB FOR FINE SCREEN
ACCESS WITH LOCKABLE GMS
GRATING COVER MADE IN 3
SECTIONS, EACH 900mm x
690mm (COVER NOT SHOWN)
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1200mm HIGH x
450mm WIDE
INLET OPENING
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FINE
SCREEN

TO DETAIL

450mm x 1200mm
INLET OPENING
(3 Nr)

INTAKE CHAMBER
PLAN

SCALE 1:50

75mm THICK CLASS
15/20 CONCRETE
BLINDING
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ND 200mm DIA. CEMENT
MORTAR LINED RAW WATER
GRAVITY MAIN TO TANK 201

ND 200mm DIA. STEEL
SCOUR PIPE TO RIVER

ND 150mm DIA. CEMENT
MORTAR LINED RAW WATER
GRAVITY MAIN TO NYANA &
KIAMUCHERU TANKS

75mm THICK CLASS
15/20 CONCRETE
BLINDING

EXISTING CHAMBER

EXPANSION OF RAGATI OLD INTAKES SCREEN
CHAMBER

MATHIRA WATER & SANITATION
COMPANY LTD.

P.O. BOX 1981 - 10101
KARATINA NYERI

IMPROVEMENT OF WATER SUPPLY TO
KIRIMUKUYU WARD - MATHIRA WEST SUB

COUNTY
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